Republic of the Philippines
CAVITE STATE UNIVERSITY
Don Severino de las Alas Campus
Indang, Cavite, Philippines
(046) 889-6373
www.cvsu.edu.ph

INVITATION TO SUBMIT QUOTATION

Supply and Delivery of Audio-Visual Equipment for ICON Building

The Cavite State University (CvSU) invites interested firms/supplier to submit quotation for
the project “Supply and Delivery of Audio-Visual Equipment for ICON Building” with
an Approved Budget for the Contract (ABC) Two Hundred Five Thousand Six Hundred
Fifty Pesos Only (PhP 205,650.00). Quotation received in excess of the ABC shall be
automatically rejected at the opening.

Item
No.

Quantity Unit

Description

Unit Cost

Total Cost

1 unit

12-Channel Mixer with Built-In FX 17 Mic
Inputs & 14 Mono Mic/Line Inputs Inserts
on Channels 1-14, Comp on 1-12 2-In/
4-Out USB (24-Bit, 192 kHz)

GigFX Effects Engine (24 FX Presets)
Equipped with 17 Onyx Mic Pres offering
up to 60 dB of gain and ultralow noise
performance GigFX Effects Engine with
24 different FX options, from reverbs to
delays and more Essential Mixing Tools
3-band EQ on all channels Channels 15—
20 feature mic inputs and stereo 1/4" line
inputs Hz low-cut filter and 48V phantom
power on all mic channels Stereo 3.5mm
input on channel 21/22 Aux/Monitor
outputs with dedicated per-channel send
controls Stereo Subgroup output busses
with per-channel assignments
Headphone output with separate level
and blend control Insert jack on channels
1-14

Pre-fader solo on all channels Footswitch
input for FX Mute Single-knob
compression helps keep your input levels
in check 24-Bit/ 192 kHz 2x4 USB
Recording Interface 2x4 USB 1/O
includes 23 plugins Compressor, BBD
Delay, Black Op Distortion, Black Shiny
Wah, Black Spring Reverb, C1 Chorus,
DC Distortion, Eleven Lite, Flanger,
Graphic EQ, Gray Compressor, Green
JRC Overdrive, In-Tune, Orange Phaser,
Roto Speaker, Sci-Fi, Studio Reverb,
Tape Echo, Tri Knob Fuzz, Vari-Fi, Vibe,
Phaser, and White Boost

The DAW Essentials Bundle for
Waveform OEM includes 16 powerful
plugins like Equalizer, Compressor,
Reverber8, and Limiter

32,000.00

32,000.00




2 set

Dual handheld wireless microphone 1/2-
Rack Dual-Channel Diversity Receiver
with 2 Handheld Transmitter
Microphones Frequency Range UHF 480
~ 934 MHz Bandwidth 24 MHz Antenna
Detachable. 50Q TNC female connector
provides bias for the antenna systems.
Sensitivity10 dBuV @ S/N > 80 dB
Frequency Response 50 Hz ~ 18 kHz
Power Supply 12 ~ 15V DC, 1A, Battery
2 x AA alkaline

39,000.00

78,000.00

UHF Wideband 4-channel Auto-Gain
Control Antenna Divider, Frequency
Range UHF 470 ~ 850 MHz

Signal Loss Detection Detects the cable
loss for automatic gain adjustment of
antenna booster. Input / Output Gain 1
dB £ 1 dB Input / Output

Connectors 2 sets of 1-to-4 active divider
outputs; 2 sets of 1-to-1 active outputs.
TNC female. 50 Q Impedance.

Antenna Input Bias 8.3 V DC, 230 mA
Power Supply 12 ~15V DC

39,500.00

39,500.00

2 pcs

Wideband Multi-function Directional
Antenna Frequency Range UHF 470 —
1,000 MHz

Antenna Gain 4 — 6 dBi

3-dB Beam Width 75° Vertical; 130°
Horizontal

Booster Gain RX Connector: 0 — 12 dB
gain controllable;

TX/RX Connector: 0 dB

VSWR < 2:1

Voltage Range of RX Connector 8 — 15V
DC

Power Consumption RX Connector: 1.3
W/8VDC;

TX Connector: 0 mW

Impedance 50 Q

Connector 2 x TNC female

15,000.00

30,000.00

4 pcs

UHF Passive Antenna Divider /
Combiner

Frequency Band UHF 470 — 1000 MHz
Gain Attenuation 3.5 dB (typ.)

Max. RF Input Power 30 dBm (1 W)
Intermodulation Distortion N/A

Input Connectors 1 x TNC

Output Connectors 2 x TNC

System Impedance 50 Q

3,500.00

14,000.00

9 pairs

FBC-71/TNC to TNC Rear-to-front
converter antenna cables only/ 2 pcs. /
(For FB-71 or FB72 rackmount kit)

1,350.00

12,150.00

TOTAL AMOUNT

205,650.00

2.

3.

Del’ivery Period: calendar days from the receipt of P.O.

Price quotations must be valid for a period of sixty (60) calendar days from date of




submission and shall include all taxes, duties and/or levies payable. Bidders shall also
indicate the brand and model of the items being offered.

Warranty shall be for a period of six (6) months for supplies and materials. Warranty for
equipment must not be less than one (1) year from the date of acceptance and shall be
accompanied with Warranty Certificate.

The quotation must be submitted to the Procurement Office through mail, fax or email at
the contact details listed below on or before 5:00 PM of July 27, 2023.

Address : Procurement Office, Administration Building

Cavite State University

Indang, Cavite
E-mail : procurementoffice@cvsu.edu.ph / rfgmain@cvsu.edu.ph
Telefax : (046) 889-6373

The CvSU reserves the right to reject any or all quotations and/or proposals and waive any
formalities/informalities therein and to accept such bids it may consider as most
advantageous to the agency and to the government. CvSU neither assumes any obligation
for whatsoever losses that may be incurred in the preparation of bids, nor does it guarantee
that an award will be made. /

ROSELYN M. MARANAN
BAC Secretary, Goods and Consulting Services



